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well without any pickoff.
Erichsen Test - ASTM E 643
Carve number sign ( ) on the film. The two 
parallel lines, either vertically or horizontally, are 
5mm apart. The speed of the penetrator is around 
12±6mm/min. The bulged area is 7mm. The fi lm 
adheres well without any cracking or pickoff.
Boiling Water Test - JIS K 6744
After the specimen is immersed completely in 
boiling water for 60 minutes, no blisters, cracking 
or exfoliation occurs.
Self-extinguishing Test - JIS K 6744
Place the specimen at the position where the 
tip of the fl ame of a burner contacts the edge of 
the specimen and heat for 20 seconds. Remove 
the burner and the flame on the specimen is 
extinguished immediately.
Low Temperature Test - JIS K 6744
Keep the specimen at 0±1 °C for 1 hour, and 
instantly carry out the 90 ° bending. No cracking 
or exfoliation occurs.

ACCELERATED CORROSION AND 
WEATHERING TEST
Salt Spray Test - ASTM B 117 or JIS Z 2371
After 1500 hours, no red rust, blisters and 
corrosion occur.
Humidity Resistance Test - ASTM D 2247
After 2000 hours at a minimum of 98% relative 
humidity, no apparent color change or corrosion 
occurs.
Weathering Test - QUV - ASTM G 154
After 1000 hours, no apparent color change 
or chalking occurs. However, dark colors 
demonstrate more changes than light colors.
Chemical Resistance - Spot Test ASTM D 1308
After the specimen is immersed in 5% HCl for 24 
hours, no apparent changes are observed. 
After the specimen is immersed in 5% NaOH for 
24 hours, no apparent changes are observed.

HANDLING AND FORMING
In order not to damage the surface of  
Embossed PVC, it must be handled cautiously 
during transport, forming, processing and 
packaging. Any improper lubricants used will 
affect their properties and pollute their surfaces. 
We strongly recommend not doing so unless it is 
necessary.

STORAGE
The three types of  Embossed PVC  
products are properly packaged in our works.  
The packaging only provides short-term protection 
indoors during the period when delivering 
from Yieh Phui＇s works till forming or further 
processing at customer＇s plant. For the storage 
of this duration, relevant parties, including roll 
forming factories, shall take mutual responsibility 
for proper storage. Never store these steel coils 
in a humid environment or outdoors. When 
packaging of steel coils soaks mist or raindrops, 
the capillarity may cause moisture inhaling into 
the laps of steel sheets and later immersing the 
paint. (The moisture is then unable to evaporate 
easily from the paint.) After some time, white rust 
easily occurs between metallic coating and paint. 
This can easily deteriorate steel properties, affect 
its appearance and shorten its life span. 
The storage methods foresaid are recommended 
likewise for the cut-to-sheet products.
*Note:
1. The life span of  Embossed PVC 

depends on individual atmospheric conditions. 
For more information, please contact our sales 
representatives or Technical Service Division.  

2. Suggestions for, or descriptions of, the end use 
or application of products or methods of working 
contained in this catalogue are for information 
only and Yieh Phui accepts no liability thereof. 

3. Before using products supplied or manufactured 
by Yieh Phui, the customer should satisfy 
themselves of their suitability of the products for 
the proposed end use.
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